LIT12X

LINX D?2708+

* 5M CMOS Sensor,8M by interpolation

*2.0"LCD
* 4x Digital Zoom

* VGA Video resolution

* 3 AAA Batteries

* Absolutely Competitive Price

Cameras
Digital Camcorder

Sensor 5M
LCD Panel 2.0"TFT
Interpolation 8M
Lens and Lens Fix focus
sensor Focus Length 150cm~infinity
Aperture F2.8(f = 8.22 mm)
/ Digital Zoom 4X
TN Exposure control auto
Exposure compensation -2.0~2.0EV
White balance Auto / Daylight / Tungsten / Fluorescence/Cloudy
Flash type LED
Generall
Digital Interface UsB 1.1
Self timer 10s
. /
Image Resolution 2048 x 1536 / 1600 x 1200 / 1280 x 1024 / 800 x 600
Photo Shutter speed 1/2~1/1024 sec
File Format JEPG
Video Resolution QVGA: 30fps, VGA: 20fps
Video Format MP4;AVI
. PC cam Yes
Video/
Audio Audio Input Microphone
AV Output Yes ( TV:NTSC/PAL)
\_ Speaker N/A
OSD Language Support E/FIG/S/I/IP
. User's Dimensions (mm) 100.5 x 55.7 x 38.7(mm)
interface
q Weight (gram) w/o battery TBC
Working Hours (w/ LCD On) TBC

Power

Accessories/

Battery

2XAA batteries

System support
Driver

Microsoft Windows 98SE, ME, 2000, XP

for Windows PC Camera driver




